
iPro™ Wireless Pressure Sensor

The iPro wireless pressure sensor is a self-powered surface 
pressure gauge that captures and wirelessly transmits 
data to the iPro receiver, enabling remote monitoring 
from anywhere in the world.

iPro pressure sensors are installed on suface infrastructure  and are 
completely free of external wiring, making them ideal for automatic 
remote pressure monitoring in all types of industrial environments. The 
sensor transmits data to the iPro receiver which automatically uploads 
it to a secure, cloud-based server. Users can use the iPro Monitor web-
based interface to specify sample and transmit rates, set alarms, run 
reports and view the data.

iPro sensors are able to provide extended battery life by automatically 
adjusting data-transmission rates based on specific events while 
ensuring that all important process events are monitored.

The pressure sensor is effective up to 1 mile (1609 m) from the receiver. 
The RF module in each sensor is individually tested and calibrated over 
the full temperature range to ensure reliable wireless operation.

Though batteries have a typical operating life of 3 years (up to 10 years 
depending on data rates and battery options), each sensor features a 
built-in low-battery alarm, providing time for users to replace depleted 
batteries for uninterrupted service.



SPECIFICATIONS

10K Sensor 15K Sensor 20K Sensor

Basic Specifications
Pressure Rating, psi [MPa] 10,000 [68.9] 15,000 [103.4] 20,000 [137.9]
Frequency Range 900 MHz and 869 MHZ license-free bands
Power Source Self-contained Primary Lithium C-cell battery
Output Specifications
Accuracy[1] 0.1% of sensor URL 0.5% of sensor URL
Stability (Combined Zero and Span) at 
70°F [21°C]

Less than 0.1% of sensor URL/year

Output Resolution 24-bit analog to digital conversion

Measurement Specifications
RF Characteristics 902MHz - 928MHz band (FCC/IC)

Range, ft [m]  5280 [1609]
Self-diagnostics • Low battery alarm

• Self-checking diagnostic software and hardware
Ambient Operating temperature, °F [°C] -40  to 250 [-40 to 121]

Operating Humidity 0 to 95% non-condensing
Materials Specifications
Base Plate[2] 304 stainless steel

Cover[3] GE Lexan®, V-0 rating and UV stable
Connection 1/2-in male NPT
Electrical Specifications
Operating Shock and Vibration Certified per IEC 600628-2-6 (vibration) and 2-27 (shock)

Electromagnetic Compatibility
Operates within specification in fields from 80 to 1,000MHz with field 

strengths to 30V/m. Meets EN 50082-1 General Immunity Standard 
and EN 55011 compatibility emissions standard

 [1] Including the combined effects of linearity, hysteresis, repeatability, and temperature. Applies to standard unit 
without isolating seals.
[2] Optional XP-rated enclosure features CroussHinds cast aluminum base
[3] Optional polypropelene injection-molded cover on FI industrial enclosure, optional XP-rated rubber-sealed     
glass window on XP-rated enclosure 
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